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frontal and peripheral vision of an eye;

a first fastener to attach the body to the tiridge; and

a second fastener to attach the body to the side arm.

s frames that comprises a bridge and a side

What is claimed is:

1 . An eye patch usable with eyegls

the eye patch comprising:

a flexible body to be positioned on a froht of the frames to substantially block both

/ 2. The eye patch of claim 1, wherein

/ the eyeglass frames comprises a lens soc

j the body is adapted to at least partially extend

cet, and

over the lens socket.

3. The eye patch of claim 1, wherei^

the eyeglass frames holds a lens, and

the body is adapted to at least partially extend over the lens.

4. The eye patch of claim 1, whereiji

the body is adapted to at least partially extend along the side arm.

The eye patch of claim 1, wherein the first fastener comprises a loop

second end adapted to extend around thecomprising a first end secured to the body and a

bridge to releasably couple the bridge to the body

6. The eye patch of claim 5, whereiji the first fastener further comprises:

a releasable connector adapted to releasably couple the side arm to the body.

7. The eye patch of claim 5, wherei i

the body includes at least one slot, and

the second end comprises a pronged tab adapted to be inserted into the slot to

releasably couple the second end to the body.

10



1 8. The eye patch of claim 1 , wherein the yecond fastener comprises at least one

2 slit formed in the body to receive the arm.

1 9. The eye patch of claim 1, wherein the second fastener comprises:

2 a loop adapted to extend around the side arpi, the loop having a first end secured to

3 the body and a second end.

1 10. The eye patch of claim 9, wherein/the second end is adapted to releasably

2 couple the loop to the body.

1 11. The eye patch of claim 9, wherein the second end is secured to the body.

jb 12. The eye patch of claim 1, wherein the body comprises a fabric selected from a

£ set consisting essentially of: fabric and foam.

Jc 13. The eye patch of claim 1, wherein the body comprises a pliable material

14. The eye patch of claim 1, wherein the first fastener is adapted to attach the

j

body to the bridge regardless of whether the eye comprises a left eye or a right eye.

15. The eye patch of claim 1, wherein the second fastener is adapted to attach the

body to the arm regardless of whether the eye comprises a left eye or a right eye.

1

2

3

4

5

6

7

16. An assembly comprising:

eyeglass frames comprising a bridge anjd a side arm; and

an eye patch comprising:

a flexible body to be positioned 'pn a front of the frames to substantially block

both frontal and peripheral vision of an eye;

a first fastener to attach the body to the bridge of the eyeglass frames; and

a second fastener to attach the bo iy to the arm of the eyeglass frames.
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17. The assembly of claim 16, wherein

the eyeglass frames comprises a lems socket, and

the body is adapted to at least partially extend over the lens socket.

1 8. The assembly of claim 1 6,

the body is adapted to at least partially

19. The assembly of claim 16,

comprising a first end secured to the bod}

bridge to releasably couple the bridge to

20. The assembly of claim 19

a releasable connector adapted to

wherein

extend along the side arm.

wherein the first fastener comprises a loop

and a second end adapted to extend around the

body.the

wherein the first fastener further comprises:

releasably couple the side arm to the body.

2 1 . The assembly of claim 1 9, wherein

the body includes at least one slo| and

the second end comprises a pronged tab adapted to be inserted into the slot to

releasably couple the second end to the body.

22. The assembly of claim 16

slot formed in the body to receive the sidfe

wherein the second fastener comprises at least one

arm.

23. The assembly of claim 16, wherein the second fastener comprises:

a loop adapted to extend around 1 he side arm, the loop having a first end secured to

the body and a second end.

24. The assembly of claim 23

couple the loop to the body.

25. The assembly of claim 23

wherein the second end is adapted to releasably

wherein the second end is secured to the body.
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n/h26. The assembly of claim 16, whereiiythe body comprises a fabric selected from

a set consisting essentially of: fabric and foam.

27. The assembly of claim 16, wherein the body comprises a fabric selected from

a pliable material.

28. The assembly claim 16, wherein tne

to the bridge regardless of whether the eye comprises

29. The assembly of claim 16, whereir

body to the side arm regardless of whether the eye

30. An eye patch usable with eyeglass

a flexible body to be fastened to a front of the

both frontal and peripheral vision of an eye; and

at least one fastener to secure the flexible

first fastener is adapted to attach the body

a left eye or a right eye.

the second fastener is adapted to attach the

comprises a left eye or a right eye.

frames, comprising:

eyeglass frames to substantially block

9

)ody to the frames.

3 1 . The eye patch of claim 30, wherei i

the eyeglass frames comprises a lens sock% and

the body is adapted to at least partially extend over the lens socket.

732. The eye patch of claim 30, wherein

the body is adapted to at least partially extend along a side arm of the frames.

*7
33. The eye patch of claim 30, whereir

the eyeglass frames comprise a side arm ai id a bridge, and

at least one fastener comprises:

a first fastener to attach the eye patch to the bridge; and

a second fastener to attach the eye natch to the side arm.
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34. An assembly comprising:

eyeglass frames; and

an eye patch comprising:

a flexible body to be fastened to a front of the eyeglass frames to substantially

block both frontal and peripheral vision pf an eye; and

at least one fastener to secure the flexible body to the frames.

35. The assembly of claim 3.4, wherein

the eyeglass frames comprises lens socket, and

the body is adapted to at least partially extend over the lens socket.

36. The assembly of claim 84, wherein

the eyeglass frames holds a lens, and

1
the body is adapted to at least partially extend over the lens.

I
37. The assembly of claimJ34, wherein

the body is adapted to at leastjpartially extend along a side arm of the frames.

38. The assembly of clain 34, wherein

the eyeglass frames comprise

said at least one fastener com arises

a first fastener to atta<

a side arm and a bridge, and

the eye patch to the bridge; and

a second fastener to attach the eye patch to the side arm.

14


